
 
 
             
 
 

 

 

 

SECTION VIII 

 

REFERENCES 
 

 

 

 

 

 
 
 

 





 
 
Section VIII – References                 
 
 

 

Page VIII - 1

8.  REFERENCES  
 
 
Alani  A, D. Dixon-Hardy D, M. Seymour, “Contaminants Transport Modelling”, EngD in 
Environmental Technology Conference (1998). 
 
Anderson, D. A., J.C. Tannehill and R.H. Pletcher, “Computational fluid mechanics and heat 
transfer”, Hemisphere Publishing Corporation, (1984). 
 
Centers for Disease Control and Prevention (US). Reported tuberculosis if the United States, 
1996. Atlanta: Public Health Service (1997 Jul.) 
 
Chang, J.C., S.F. Ossoff, D.C. Lobe,M.H. Dorfman, R.G. Quall, J.D. Johnson, “UV Inactivation 
of Pathogenic and Indicator Microorganisms”, All.Environ. Microbiol. Vol.49, pp.1361-1365 
(1985). 
 
Chen, P-P., C.T. Crowe, “On the Monte-Carlo Method for Modelling Particle Dispersion in 
Turbulence Gas-Solid Flows”, ASME-FED 10, 37 – 42 (1984). 
 
Dumyahn, T. and First, M. “Characterization of Ultraviolet Upper Room Air Disinfection 
Devices”, American Industrial Hygiene Association Journal, 60:219-227 (1999). 
 
Federal Register “Draft Guidelines for Preventing The Transmission of Tuberculosis In Health –
Care Facilities, Second Edition; Notice of Comments Period”, Vol.58, No.195 (1993). 
 
First, M.W., E.A. Nardell, W Chaisson, R. Riley, “Guidelines for the Application of Upper 
Room Ultraviolet Germicidal Irradiation for Preventing Transmission of Airborne Contagion- 
Part I: Basic Principles”, ASHRAE Transactions V.105, Pt. 1 (1999) 
 
First, M.W., E.A. Nardell, W Chaisson, R. Riley, “Guidelines for the Application of Upper 
Room Ultraviolet Germicidal Irradiation for Preventing Transmission of Airborne Contagion- 
Part II: Design and Operation Guidance”, ASHRAE Transactions V.105, Pt. 1 (1999) 
 
Gosman, D., E.  Ioannides, “Aspects of Computer Simulation of Liquid-Fuelled Combustors”, 
AIAA 19th Aerospace Science Meeting 81-0323, 1 – 10 (1981). 
 
Haghighat, F., Z. Jiang, Y. Zhang, "Impact of ventilation rate and partition layout on VOC 
emission rate: time-dependent contaminant removal", International Journal of Indoor Air 
Quality and Climate, Vol.4, pp.276-283 (1994). 
 



 
Assessing the Efficacy of Ultraviolet Germicidal Irradiation  

                             and Ventilation in Removing Mycobacterium Tuberculosis 
 
 

 

Page VIII - 2 

Jiang, Z., F. Haghighat, Q. Chen, "Ventilation performance and indoor air quality in workstations 
under different supply air systems: a numerical approach", Indoor + Built Environment, 6, 160-
167 (1997). 
 
Jiang, Z., Q. Chen, F. Haghighat, "Airflow and Air Quality in Large Enclosures",  ASME 
Journal of Solar Energy Engineering Vol.117, pp.114-122. (1995). 
 
Macher, J.M., L.E. Alevantis, Y-L. Chang, K-S, Liu, “Effect of Ultraviolet Germicidal Lamps on 
Airborne Microorganisms in Outpatient Waiting Room”, Appl. Occ. Environ.Hyg, Vol..7, 
pp.505-513 (1992). 
 
Memarzadeh, F. “Ventilation design handbook on animal research facilities using static 
microisolators”, National Institutes of Health, (1998). 
 
Memarzadeh, F., A. Manning, “Thermal Comfort, Uniformity And Ventilation Effectiveness In 
Patient Rooms: Performance Assessment Using Ventilation Indices”, Accepted for publication, 
ASHRAE Transactions, (2000). 
 
Mortimer, V.D., and R.T. Hughes, “The Effects of Ventilation Configuration and Flow rate on 
Contaminant Dispersion”, American Industrial Hygiene Association Conference and Exposition 
(1995).  
 
Ormancey, A., J. Martinon, “Prediction of Particle Dispersion in Turbulent Flow”,  
PhysicoChemical Hydrodynamics 5, 229 – 224 (1984). 
 
Press, W.H., S.A. Teukolsky, W.T. Vetterling, B.P. Flannary, “Numerical Recipes in 
FORTRAN”, Second Edition, ISBN 0 521 43064 X, Cambridge University Press, Cambridge 
(1992).  
 
Raviglione M, Dye C, Schmidt S, Kochi A. Assessment of worldwide tuberculosis control. 
350:624-9, Lancet (1997). 
 
Shuen, J-S., L-D. Chen, G. M. Faeth, “Evaluation of a stochastic Model of  Particle Dispersion in 
a Turbulent Round Jet”, AIChE Journal 29, 167 – 170 (1983). 
 
Snyder, W.H., J.L. Lumley, “Some Measurement of Particle Velocity Autocorrelation Functions 
in Turbulent Flow”, J. Fluid Mechanics 48, 41 – 71 (1971). 
 
Wallis, G.B. “One Dimensional and Two Phase Flow”, McGraw-Hill, New York (1969). 
 
 


	SECTION VIII
	REFERENCES
	8. 	REFERENCES

